
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

AG-Select Oxygen 
Measure and control Instruments 

 
AG- Select Oxygen is a model of controller to measure and control the dissolved oxygen in the water. 

 
 

• Power supply:        100 ÷ 240 Vac – 50 Hz 

• Box:    ABV, IP65 protection degree 

• Display:      Graphic backlighted  

• Temperature sensor:  automatic/manual compensation 0-100°C (NTC) 

• Input :        Level and flow sensor 

• Set point:   n° 2 relay output free contact, max 5A 

Parameters: range, hysteresis, delay, High/Low alarm  

Working mode: ON/OFF or time proportional 

• Output alarm:   1 Relay fre contact (5 A max) 

• Output mA: n° 1 output 4÷20 mA, proportional and programmable with  

 galvanic separation  

n° 1 output 4÷20 mA, (recorder) with galvanic separation (400 Ohm) 

• Output TTL:         n° 1 pulse output adjustable  

• Data control (optional): serial output RS232 for remote control (via software)  

• Datalogger:   Internal 

General Features 
 

 

Measure Mg O2 

Range 0…20,00 mg O2 (±0.01mg O2) 

 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Code Description 

CXB0009701 AG-Select B1 Oxygen 

 

Overall Dimensions 

Terminal block Connecion 


